
Micro-Ohmmeters 
10 Amp

Economical Micro-Ohmmeter

Traditional Micro-Ohmmeter

AEMC 6255

•	 Cat 3, 50V
•	 Measures to 2500Ω
•	 Resolution 0.1µΩ
•	 �NiMh battery with 	

5000 10A tests per 
charge

•	 6h recharge
•	 �Memory with RS232 

interface
•	 �10A Kelvin clamp 	

leads & 1 Amp spike 
leads included, 	
10Amp Kelvin Spike 
leads optional

Basic Micro-Ohmmeter

•	 Cat 3, 50V
•	 Measures to 400Ω
•	 Resolution 1µΩ
•	 �Max inductive load 0.5H
•	 �NiMh battery with 850 

10A tests per charge
•	 6h recharge
•	 �Kelvin clamp leads 

included, Kelvin 	
Spike leads optional

•	 �Memory & USB 	
interface

AEMC 6240  

•	 Cat 3, 600V
•	 Touch screen control
•	 Measures to 2000Ω
•	 Resolution 0.1µΩ
•	 Upper & lower limit settings
•	 �Li-Ion battery with 3.5h 

recharge
•	 800 10A tests per charge
•	 �Operation on mains or 

battery power
•	 �Kelvin clamp leads included, 

Kelvin spike probes optional
•	 Memory with USB interface

Sonel MMR-640

Resistive & Inductive Micro-Ohmmeters

Sonel MMR-650

•	 Cat 3, 600V
•	 Touch screen control
•	 Measures to 2000Ω
•	 Resolution 0.1µΩ
•	 �Li-Ion battery with 3.5h recharge
•	 �800 10A tests per charge
•	 �Operation on mains or 	

battery power
•	 �Resistive and inductive loads 

with winding discharge & 
demagnetisation

•	 �Temperature measurement
•	 �Kelvin clamps & Kelvin 	

spike leads included
•	 �Memory with USB, WiFi and optional LAN communication
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Micro-Ohmmeters 
100, 200 & 300Amp

Handheld High Current Micro-Ohmmeters Battery/Mains Powered 
High Current Micro-Ohmmeters

High Accuracy, High Current  
Micro-Ohmmeters

•	 �Choice of 100, 200 	
or 300A max test 	
current

•	 �Test current selectable 	
from 5A to maximum

•	 Measures to 1Ω
•	 Resolution 0.1µΩ
•	 Accuracy 0.1%
•	 �Both sides grounded 

measurement with 	
optional current probe

•	 Optional remote 	
	 control
•	 �Memory, USB 

interface & DV-Win 
software included

DV-Power RMO100G/200G/300G

Mains Powered Micro-Ohmmeter

AEMC 6292

•	 �Test current 
selectable from 5 
to 200A

•	 Measures to 1Ω 
•	 Resolution 0.1µΩ
•	 �Accuracy 1% 

(>50µΩ only)
•	 �Both sides 

grounded 
measurement 
with optional 
current probe

•	 �Memory & USB 
interface

•	 �Supplied with 
Kelvin clamp leads

DV-Power RMO-H1/H2/H3 Sonel MMR-6500/6700
•	 �Choice of 100 or 200A max 	

test current
•	 �Tests up to 10A on battery or 

mains, 100 or 200A on mains only
•	 �Test current selectable from 

1mA to maximum
•	 Touch screen control
•	 Measures to 2000Ω
•	 Resolution 0.1µΩ
•	 Accuracy 0.25% of reading
•	 �Li-Ion battery with 3.5h recharge
•	 Tests resistive or inductive loads
•	 Kelvin clamps & Kelvin spike 	
	 leads included
•	 Both sides grounded measurement 	
	 with optional current probe

•	 �Choice of 100, 220 or 300A 	
max test current

•	 �Test current selectable from 	
1A to maximum

•	 Measures to 3000mΩ
•	 Resolution 0.1µΩ
•	 �Accuracy 0.25% of reading
•	 Latest LiPo battery 
•	 �Up to 1000 tests per charge 	

with 2h recharge
•	 �Both sides grounded 	

measurement
•	 Memory, Bluetooth 	
	 communication & DV-Win	
	 software included
•	 3-year warranty

•	 �Supplied with Kelvin Clip 	
leads, Remote control 	
Kelvin Spikes optional

•	 Memory with USB, 	
	 WiFi and LAN 	
	 communication

•	 Supplied with Kelvin 	
	 Clip leads
•	 3-year warranty
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